
FRONT R8012 R8010 SMJ1221 SMJ1128 SMJ1132 SMJ1222 SMJ1129 SMJ1131 R8014 R8011 SMJ1220 R8013 R8015 R8016

Wire Diameter (mm) 1.9 1.8 1.8 1.8 1.9 1.8 1.8 1.9 2 1.9 1.8 2 2 2.1

Coils 7 6 5.5 5.75 6.5 5.25 5.5 6.25 7 6 5 6 6 6

Spring Rate (gf/mm) 757 778 805 829 841 867 889 891 911 946 977 1139 1139 1358 

Spring Rate (lb/inch) 42.5 43.6 45.2 46.5 47.2 48.6 49.8 49.9 51.1 53.1 54.8 63.9 63.9 76.1 

Length (mm) 21.5 21.5 22.0 21.5 21.5 24.0 21.5 21.5 21.5 21.5 20.0 21.5 22.5 22.5 

REAR SMJ1223 SMJ1224 R8017 R8019 SMJ1225 SMJ1134 SMJ1138 SMJ1135 SMJ1137 SMJ1136 R8018 R8021 R8020 R8022

Wire Diameter (mm) 1.6 1.7 1.8 1.9 1.8 1.8 1.9 1.8 1.9 1.8 1.9 2 2 2.1

Coils 5.75 6 7 8 6.25 6.75 7.5 6.5 7.25 6.25 7 8 7 7

Spring Rate (gf/mm) 508 572 622 631 638 655 688 691 721 732 757 759 911 1086 

Spring Rate (lb/inch) 28.5 32.1 34.9 35.4 35.8 36.7 38.6 38.8 40.4 41.0 42.5 42.6 51.1 60.9 

Length (mm) 27.0 27.0 25.5 25.5 27.0 25.5 25.5 25.5 25.5 25.5 25.5 25.5 26.5 26.5 
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